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EvacuBlast Cleaning Process

I N I T I A L  I N S P E C T I O N

Step 1
We thoroughly inspect each 

filter for signs of external 
damage, contamination, and 
wear, identifying any issues 

that might affect performance.

R E C O R D  &  D O C U M E N T

Step 2
We record initial airflow, 

weight, and condition to create 
a baseline, ensuring clear 
tracking of improvements 

throughout the cleaning process.

A Q U E O U S  C L E A N I N G

Step 3
The filter undergoes a 

high-pressure water cleaning, 
reaching deep into the filter 
substrate to remove smaller 
particles that air-blasting 

alone may miss

D RY  &  R E M O V E  M O I S T U R E

Step 4
The filter is dried to eliminate 

any residual moisture, 
preventing interference with the 

thermal regeneration phase.

C O O L I N G  &  F I N A L  C H E C K

Step 5
After cooling, we perform a 
final airflow test, weight, and 

structural check to confirm that 
the filter meets performance 

standards.

*This equipment is used exclusively for Step 3 (Aqueous Cleaning) 
   in the 5-step EvacuFlush DPF Cleaning Process

As STEP 3 in the EvacuFlush DPF Cleaning System, the Aqueous DPF Cleaning System uses a high-volume water flush combined 
with low-pressure air to remove up to 99% of soot from Diesel Particulate Filters. This manually operated system is simple to install, 
easy to use, and designed to integrate seamlessly with existing Bake & Blast setups. It effectively cleans light-, medium-, and 
heavy-duty DPFs, offering a fast and efficient solution for thorough filter maintenance.

Description

At Enviromotive, we stand behind the quality of our parts. All of our diesel emission products, including Diesel Particulate Filters (DPFs), clamps, gaskets, sensors, and accessories, are 
backed by a limited warranty against defects in materials and workmanship. This warranty covers the replacement or repair of defective parts under normal use and service conditions. 
Warranty coverage varies by product—please contact us for specific terms and conditions. Contact us for a warranty claim at (800) 954-8265 or TechSupport@Enviromotive.net

Warranty

Product Specs
S P E C I F I C AT I O N D E TA I L S

Dimensions 60 L x 48 W x 78 H

Weight 790 lbs

Power Requirements 110V

Capacity 1 DPF

Cycle Time 5 - 8 min.

Key Features
• Efficient Soot Removal: 

Uses water and air to flush out up to 99% of soot from DPFs.

• Manual Operation: 
Simple hand-operated process allows full control and fast turnaround.

• Universal Compatibility: 
Works with all existing Bake & Blast DPF cleaning systems.

• Multi-Size Capability: 
leans light-duty, medium-duty, and heavy-duty DPFs with ease.

• User-Friendly Design: 
Easy to install, operate, and maintain with minimal training required.

Essential Equipment in the 
EvacuFlush Cleaning System
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